
* NOTE: For use in cold serving units with salad bowls and dressing crocks

Project:    ___________

Item No.:  ___________

Quantity:  ___________

DROP-IN SERVING EQUIPMENT

ADAPTER 

PLATES 

AND 

ADAPTER BARS

AD-SERIES

ADAPTER PLATES: Constructed of 18 gauge, type 304

stainless steel. A raised perimeter bead is die stamped into

each plate to prevent spillage into the pan below.

Cut-out(s) are provided as listed below

Specifications subject to change without notice.

SPECIFICATIONS STANDARD FEATURES

g All stainless steel construction

g Full perimeter beaded edge

g Fits any standard 12” X 20” opening

g Wide variety of sizes - will accommodate most standard

    round inserts

g NSF Certified

DI-51

AD-PLAIN - Solid stainless steel, 21” x 13”

AD-PERFORATED - Stainless steel, 21” x 13” perforated

AD-GP - Carving station with sloped gravy pan

AD-GPD - Carving station with sloped gravy pan, double-width

AD-2610 - Stainless steel, 21” x 13” with (1) 10-1/2” dia. & (1) 6-1/2” dia. opening

AD-28 - Stainless steel, 21” x 13” with (2) 8-1/2” dia. openings

AD-26 - Stainless steel, 21” x 13” with (3) 6-1/2” dia. openings

AD-365 - Stainless steel, 21” x 13” with (2) 6-1/2” dia. & (1) 5” dia. opening

AD-35 - Stainless steel, 21” x 13” with (3 ea.) 5” dia. openings

AD-65* - Stainless steel, 21” x 13” with (6 ea.) 5-1/8” dia openings

AD-18B* - Stainless steel, 26-1/2” x 21” with (1 ea.) 16-1/2” dia. opening

AD-21B* - Stainless steel, 26-1/2” x 21” with (1 ea.) 18-1/2” dia. opening

AD-X - Extension to raise adapters 2-1/4”

S80103 - Separator channel 20” for 12” X 20” Pans

S80108 - Adapter bar for 1/4 size pans

S80109 - Adapter bar for 1/6 size pans

AD-GP SHOWN
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